STATE STANDARD GALVANIZED 12 GAGE 12" METAL BEAM GUARD RAILING

STATE STANDARD 8"X8"X5'-4" S4S D.F. BLOCK

TOENAIL WITH 1-16D GAL. NAIL ON EACH SIDE OF THE BLOCK

2:1 BATTER

8"X8"X1'-2" S4S D.F. BLOCK

3/8" CARRIAGE BOLT WITH HEX NUT

CUT STEEL WASHER 2-1 1/2".

STATE STANDARD 8"X8"X5'-4" ROUGH D.F. POST WITH STATE SPEC. PRESSURE PRESERVATIVE TREATMENT OR 8"X8"X5'-4" S4S DS REDWOOD POST

STATE STANDARD GALVANIZED 12 GAGE 12" METAL BEAM GUARD RAILING

LAP RAIL IN DIRECTION OF TRAFFIC

TOE RAIL IN DIRECTION OF TRAFFIC

EXISTING CURB AND GUTTER

VARIES

EXISTING ROAD SURFACE

FINISH GRADE

LAP RAIL IN DIRECTION OF TRAFFIC

12'-6" TYPICAL

8"X8"X1'-2" S4S D.F. BLOCK

TOE RAIL IN DIRECTION OF TRAFFIC

1'-9"

6" ±

8"X8"X1'-2" S4S D.F. BLOCK

TOE RAIL IN DIRECTION OF TRAFFIC

12'-6" TYPICAL

STATE STANDARD GALVANIZED 12 GAGE 12" METAL BEAM GUARD RAILING

21x14

12 GAGE TERMINAL SECTION AT BOTH ENDS

STANDARD METAL BEAM GUARD RAIL